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 SEQ CHAPTER \h \r 1SECTION 06150 - WOOD DECKING

A. 
SUMMARY

1. 
Solid-wood roof decking for [two-span] [combination simple and two-span] [random] lay-up.

2. 
Glued-laminated wood roof decking for [two-span] [combination simple and two-span] [random] lay-up.

B. 
MATERIALS

1. 
Preservative treatment.

2. 
Solid Wood Decking:

a. 
Species:  [Balsam fir, Douglas fir-larch, Douglas fir-larch (North), hem-fir, hem-fir (North), southern pine, spruce-pine-fir (North), western hemlock, or western hemlock (North)] [Alaska cedar] [Douglas fir-larch or Douglas fir-larch (North)] [Hem-fir or hem-fir (North)] [Balsam fir] [Southern pine].

b. 
Grade:  [Select] [Commercial] [Dense Standard] [Dense Select] [Dense Commercial]. <Dense standard, dense select, and dense commercial are only available in southern pine.>

c. 
Pattern and Face:  Tongue-and-groove [edge vee, smooth face] [edge bead, smooth face] [channel edge, rough-sawn face].

3. 
Glued-Laminated Wood Decking:

a. 
Face Species:  [Douglas fir-larch or Douglas fir-larch (North)] [Ponderosa pine] [Western cedars or western cedars (North)] [Alaska cedar] [Southern pine].

b. 
Face Grade:  [Custom] [Decorative] [Service].

c. 
Face Surface:  [Smooth sanded] [Saw textured] [Rough sanded or wire brushed].

4. 
Seal Coat:  Penetrating sealer.
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