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SECTION 09310 - CERAMIC TILE

A.  SUMMARY

1. Tilefor [Mortar] [Thin-Set] Installation:

a.  [Unglazed] [Glazed] ceramic mosaic.
b. [Unglazed] [Glazed] quarry.

Cc. [Unglazed] [Glazed] paver.

d. Glazed wall.

e.  Specia purpose.

2. Waterproof membrane for thin-set tile installations.
3. Stone thresholds.
4. Floor Substrates: [Concrete] [Wood].
5. Wall Substrates: [Concrete] [Concrete masonry units] [Wood] [Gypsum board] [Plaster]
[Cementitious backer units].
B. QUALITY ASSURANCE

1. Mockupsfor each form of construction.

C. MATERIALS

1. Trim Shapes. [Coved base] [Straight base] [Bullnose cap] [Surface bullnose] [Tapered
transition).

2. Stone Thresholds: [Granite] [Marble] [Slate].

3.  Waterproofing: [Polyethylene sheet] [PVC sheet] [Latex rubber] [Acrylic latex].
4. Asphalt-felt cleavage membrane.

5. Expanded Meta Lath: [Flat] [Self furring].

6. Mortar:

Portland cement.

Latex-portland cement.

Dry set.

Conductive dry-set.

Chemical-resistant, water-cleanable, setting and grouting epoxy.
Chemical-resistant furan.
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g. Modified-epoxy emulsion.

7. Organic adhesive.

8. Grout:
a.  Portland cement.
b. Commercia portland cement.
C. Dryset.
d. Latex-portland cement.
e. Chemical-resistant epoxy.
f.  Chemical-resistant furan.
g. Silicone rubber.

9. Elastomeric Sealants: [One-part, mildew-resistant silicone] [Multipart, pourable urethane]
[Chemical resistant].

10. Cementitious backer units.

11. Metal edge strips.

D. CERAMICTILE SCHEDULE

1. <Insert requirementsfor each type of ceramictile.>

END OF SECTION 09310
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